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tenx reserves the right to change or discontinue the manual and online documentation to this product herein to improve 

reliability, function or design without further notice. tenx does not assume any liability arising out of the application or use of 

any product or circuit described herein; neither does it convey any license under its patent rights nor the rights of others. tenx 

products are not designed, intended, or authorized for use in life support appliances, devices, or systems. If Buyer purchases or 

uses tenx products for any such unintended or unauthorized application, Buyer shall indemnify and hold tenx and its officers, 

employees, subsidiaries, affiliates and distributors harmless against all claims, cost, damages, and expenses, and reasonable 

attorney fees arising out of, directly or indirectly, any claim of personal injury or death associated with such unintended or 

unauthorized use even if such claim alleges that tenx was negligent regarding the design or manufacture of the part. 
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一、 简介 

此份文件说明以 1key 标准品无铺地版本为主，IC 到 TK 距离不同时，不同布局走线之建议设计

范围。 

 

二、 建议设计范围 

IC 到 TK 长度分为 10cm 内、10~20cm、20~25cm 三种，其供电、介质、介质厚度、电容等之建

议设计范围如下。三种长度皆可使用 Normal Mode 或 Battery Mode 供电，供电范围 3.3V~5V。 

 

1. 介质 

三种长度皆可选用压克力或玻璃作为触控介质。 

 

2. 介质厚度 

三种长度皆可选用的厚度范围为 1mm~10mm。 

 

3. 电容 

不同长度建议之最小与最大选用电容范围如图 1 所示。 

长度 建议最小选用电容 建议最大选用电容 

20~25cm 2.2n 10n 

10~20cm 2.2n 8.2n 

10cm 内 2.2n 6.8n 

图 1-建议选用电容范围 
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